GO-4 XTF 48V 8 KW- SPECIFICATIONS

MOTOR

48 Volt

Permanent magnetic motor

BATTERY

48 Volt, near 8 kw Lithium lon Battery Pack
TRANSMISSION

Single Speed Transaxle

Forward/Reverse Switch on Dash

DIMENSIONS

72" Overall Height with Cab

140” Overall Length

55” Overall Width

22 Foot Outside Turning Diameter

11 Foot Turning Radius

95” Wheelbase

BRAKING

Hydraulic Disc Brakes on all Three Wheels

With Dual Master Cylinder

Parking — Hydraulic over Mechanical
Regenerative Braking

ELECTRICAL SYSTEM

Standard J1772 Charge Inlet

110v or 220v Charging

Onboard 1.5KW Charger

DOT approved LED headlights

DOT Approved LED Stop / Tail and Turn Lights
DOT Approved High Visibility Stop Light

Gauges — LCD Digital Display

Speed, Odometer, Hour Meter, Warning Message,
And Battery Level

Wiring — Pre Wired for Radio and Municipal
Lighting(Option)

SPEED

Electronically Limited to a Maximum of 25-30 mph
COLOR

White Body Panels, Silver Deck, and Black Chassis
RANGE

Up to 40 Miles

Range Quoted without Use of any Accessory Draw and
May Vary in Terrain / Climate / and with Payload

SUSPENSION

Front — Leading Link Suspension

Polyurethane Isolation System

Rear — Independent McPherson Strut

CLIMATE CONTROL

N/A

STEERING

Adjustable Tilt Steering Wheel

with Center Mounted Horn

TIRES

165/60 14” Low-Rolling Resistance All Season Radial
with Steel Rim

STRUCTURE

3-Wheel Platform with Ultra Tough Heavy Duty
2.5”Rollbar Chassis

White Aluminum and Plastic Body Panels
Aluminum Rear Deck with Optional Clamping Walls
Hinged Doors (Option)

Steel Front and Rear bumpers, Optional Exterior Nerf
Bars

FEATURES

Two Outside Rear View Mirror

Inside Rear View Mirror (Full length Option)

Rear View Back up Camera (Option)

Electric Windshield Wiper with Intermitted Control
And Windshield Washer

Inside Cab Ceiling Light(Option)

Floor Mat

12 V DC Accessory Port

LTA (Lateral thrust alarm)

SEAT

One Passenger Adjustable Forwards/Backwards,
Recline, Leatherette material

3 Point Shoulder Harness Seat Belts

WEIGHT CAPACITY

Vehicle Weight — 1550 Pounds — Base w/o Options
Rated Total Payload Capacity, 650lbs w/ Operator
WARRANTY

One Year Full Warranty on Manufacture Defects
Technician Travel Time Excluded

OPTIONS

Please Inquire for Full Listing
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